Tepat Teknik Sdn Bhd
Equipment List								Date: 14/9/2011

	Item
	Equipment
	No
Unit
	Remarks

	1
	Self-Pinching Plate Rolling Machine
Specification:
3 rolls hydraulic
Plate rolling machine of 155mm (6”)

[bookmark: _GoBack]Performance:
Working Length : 3100mm
Rolling capacity : 155mm
Pre bending capacity : 125mm

Technical Data:
Installed Power : 250 KW
Top roll diameter : 1000mm
Side roll diameter : 930mm

Sizes:
Width : 4610mm
Total length : 9450mm
Working Height : 4350mm
Weight : 130,000 kg
Side roll force V. top roll : 2700 ton
Total torque : 95,000 kg / DaN
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	2
	Rotators
Specification:
Conventional rotator consist of:
1 unit power drive complete with control box and remote pendant
Max. Torque capacity : 120 ton
Max load Capacity : 45 ton

Idler  (for support) : 1 unit
Idler 45 ton 

Technical data:
Dual drive motor and gear box
Inverter motor for Yaskawa inverter control
Minimum vessel diameter – 500mm
Maximum vessel diameter – 6000mm

Synchronizing unit for rotator set  - 1 set
	2 sets
	

	3
	Hydraulic Pressing Machine
Specification:

Geometric and Operational Features:
Working stroke of the piston  mm 2000
Distance between the uprights  mm 7000
Fixed lower die hold dimensions mm 1500 x 1500 
Mobile upper die holder dimensions mm 1500 x 800
Max height under the piston  mm 1300
Max distance between top and lower basement mm 2500
Vertical distance between washer and basement mm 500
Height of basement from floor  mm 2000
Approximate weight  Kg 220.000

Dimensions of the machine :
Max. length  mm 9000
Max. width   mm 2500
Max. height  mm 6500

Technical Features:
Nominal force  Ton  2000
Max. working pressure  Kg/cm2  250
Fast descent speed of the piston   m/min.  9
Working speed of the piston  cm/min  110
Piston fast return speed  m/min. 9
Gearbox motor power  kW 130
Auxiliary motor           kW 40
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